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Opis. Ustanovka zberigannya energiyi (UZE) KSTAR KAC50DP-BC100DE. Seriya KSTAR BluePulse
predstavlyaye soboyu universal "ni sistemi zberigannya energiyi ESS, rozrobleni dlya zastosuvannyav malix ta
serednix ...

KSTAR outdoor cabinet ESS solution KAC50DP-BC100DE is designed for small to medium size of C& |
energy storage and microgrid applications. Integrated with a CATL LFP battery solution, the
KAC50DP/BC100DE provides safe energy storage ...

Hybrydowy falownik KAC50DP umo?iwia pod??czenie instalacji PV bezpo?rednio do magazynu energii lub
z wykorzystaniem istnigj?cych falownik fotowoltaicznych typu ON-GRID. Rozwi?zanie OFF-GRID wymaga
zastosowania opcjonanego ...

Ontdek de KSTAR BIUE 50kW/100kWh al-in-one bedrijfsbatterij (KAC50DP-BC100DE) bij Beter
Duurzaam. Deze innovatieve batterij voor MKB en klein zakelijke bedrijven is ontworpen om je onderneming
van energie te voorzien en je energieverbruik te optimaliseren. Met de geavanceerde KSTAR BIUE batterij
geniet je van duurzame en onafhankelijke energie.

KAC50DP-BC100DE Outdoor Cabinet ESS Solution. KSTAR outdoor cabinet ESS solution
(KAC50DP-BC100DE) is designed for small to medium size of C& | energy storage and microgrid
applications. New energy storage system ...

KAC50DP/BC100DE Productintroduction . KSTAR Company Profile PART 02 01 Powering Green Future.
Powering Green Future Shenzhen KSTAR Science & Technology Co.,Ltd Founded in 1993, Shenzhen
KSTAR Science & Technology Co., Ltd isapioneer of UPS industry and atotal solution provider for Data

KACS50DP-BC100DE Au&#223;enbatterieschrank Parameter DoD Technische Parameter Batterietyp
Kapazit&#228;t des Batteriemoduls Anzahl der Module Gesamte Batteriekapazit& #228;t Nennspannung
Betriebsspannungsbereich Lade-/Entladerate LFP 5,12 kWh 10*2 102,4 kWh 512 V 456 V ~ 576 V Max.
0,5C 90% BC100DE Gewicht

Lasoluci&#243;n ESS de armario exterior de KSTAR (KAC50DP-BC100DE) est& #225; dise& #241;ada para
aplicaciones de almacenamiento de energ&#237;a C& | y microrredes de peque&#241;0y me...

KAC50DP-BC100DM Outdoor battery cabinet parameters General parameters Technical parameters Battery
tyoe Battery module capacity Number of modules Total battery capacity Nominal voltage Operating voltage
range Charge/Discharge rate DoD LFP 5.12kWh 10*2 102.4kWh 512V 448V~576V Max. 0.5C 100%
Dimensions(WxDxH)
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Integrated with a CATL LFP battery solution, the KAC50DP/BC100DE provides safe energy storage and
management of power generation output. Electrochemical and power generation technology form a joint
system which, combined with high-level consistency of cells and CATL"s powerful BMS computing, enables
the restoring of a stable power grid ...

BC100DE BC197DE Outdoor Battery Cabinet Parameters Cell Type 100ah 280ah subsystem KAC50DP 111
11212 BCl00DE BC197DE 50kW/100kWh 50kW/200kWh 50kW/197kWh 100kW/197kWh Safe &
Reliable Economical & Efficient Simple & User-friendly KAC50DP-BC100DE / KAC50DP-BC197DE
Generating Superior Solutions for Energy and More. 202410-V3

KAC50DP-BC100DM Weight Outdoor battery cabinet parameters General parameters Technical parameters
Battery type Battery module capacity Number of modules Total battery capacity Nomina voltage Operating
voltage range Charge/Discharge rate DoD LFP 5.12kWh 10*2 102.4kWh 512V 448V ~576V Max. 0.5C 100%

kac50dp-bc100de ??72?722?722722 2CATLLFP 2222272722 1+ 17770, 2072, 77, PBMSIEM S, 727272772, 772,77?

Serie BluePulse KAC50DP-BC100DE La serie KSTAR BluePulse &#232; un ESS all-in-one dedicato a
soluzioni commerciali e micro-reti di piccole e medie dimensioni. Alimentato dalle celle della batteria CATL,
il KAC50DP-BC100DE superai concorrenti con sicurezza, efficienzae....

KAC50DP-BC100DE Outdoor Cabinet ESS Solution. KSTAR outdoor cabinet ESS solution
(KAC50DP-BC100DE) is designed for smal to medium size of C& | energy storage and microgrid
applications. New energy storage system KACS50DP-BC100DE brochure.pdf. KSTAR Energy Storage
Solution 2023.pdf.
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